PSR-S700/PSR-S900

H DISASSEMBLY PROCEDURE (4f#&FIE)

Precautions ((3=XEI1H)

*

Disassembly or assembly should be performed on a
cloth so as not to damage the LCD.

Install the filament tape and the harness clamp in the
same way as they were before removal.

MAC (Media Access Control) address is stored in the
DM circuit board. If the DM circuit board is replaced,
MAC address will be changed.

Notes on Flat Cable

Contacts are visible from the back. Pay attention not to
insert and install the cable to the connector inversely.
(Photo 1)

Front Side (X&)

Photo 1 (BE 1)

BRTAXTLAEBEOFEVLDHIZ, HDOLEIZBEWT
fEELTLZE L,

T14IA2MTF—7, RIgIEDHIE. WYATRIERL &£
T TLEE N,

DM ¥ — hIZld. MAC (Media Access Control) 77 KL X
PEREINTWVWEYT, DM — b EXRT S & MAC 7
FLZAPEBEINET],

77y MMr—TJIDEE
ERPEAEIPSBITCRAZET, IXIRICTF—TILD
RBEHICEAFLEAVWEDIICEFRLTWYMFIFTLE
T, (BEE1)

Back Side (Em)

1-1.

1-2.

3-1.
3-2.

Lower Case Assembly

(Time required: About 8 minutes)

Remove the twenty-eight (28) screws marked
[100]. The two bottom boards can then be
removed. (Fig. 1)

Remove the eight (8) screws marked [110], five
(5) screws marked [120], two (2) screws marked
[130A] and two (2) screws marked [130B]. The
lower case assembly can then be removed. (Fig. 1)

HP Circuit Board

(Time required: About 8 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the three (3) screws marked [140A]. The
HP circuit board can then be removed. (Fig. 2)

Wheel Assembly, PB Circuit Board

(Time required: About 8 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the two (2) screws marked [570A]. The
PB circuit board can then be removed with the
wheel assembly. (Fig. 2)

The wheel assembly is not part of the PB
circuit board. When replacing the PB circuit
board, remove the wheel assembly from the PB
circuit board, and install it on the new circuit
board.

1-1.
1-2.

21
2-2.

31
3-2.

T4 — X Ass'y (FAERSRE : 98 4)

[100] D ¥ 28 K &S L SR 2K AL £9. (K1)
[110] D % ¥ 8§ AR & [120] D + ¥ 5 A & [130A] D
FU2ARE[IBBl DX Y 2AEL, Fr—2
Ass'y 7P L 4, (K1)

HP > — b (FAEM™E:#9849)

Tr—2Assly #4L g7, (1HBH)
[140A] D x Y 3 A%4 L, HP ¥ — b &4 L 5,
(X 2)

K414 —JVAss'y. PBY— b

(FrERFRHE: £98 49)

Tr—ZAssly 5L 9., (1HEHZSHR)

[570A] D3 ¥ 2K ZH L, K4 —JL Assly & 2hiz
PBY— L&A LET, (X2)

KA —IVAss'y &, PBY — FDBREBETIEH
VEBA, PBY—FEXHTBEICIE. PB Y —
FPSERA—IVAss'y ZEXIH LT, FILWLD —
MZERUFIFTL ZEU,
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PSR-S700/PSR-S900
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PSR-S700/PSR-S900

4. Wheel, MOD Circuit Board 4, KA —JV, MOD o — b (FAEEH:$98%)
(Time required: About 8 minutes) 41, Tr—ZAssly #4LE9. (1EHZIH)
4-1.  Remove the lower case assembly. (See procedure 1.) 42, [570B] D x Y 2 K&EH L, K4 —)L &I MOD
4-2.  Remove the two (2) screws marked [570B]. The v—brEHSLET, (X2)
MOD circuit board can then be removed with the ¥ KA —JUiE. MOD > — MDEBREAZTIEH Y E
wheel. (Fig. 2) HA, MOD ¥ — b &Y BEEIC(E. MOD > —
*  The wheel is not part of the MOD circuit board. FDSRA—IWERYHLT, FILWLD— MIIE
When replacing the MOD circuit board, remove TSR L,
the wheel from the MOD circuit board, and
install it on the new circuit board.
@ Upper Case Assembly (k4 — X Ass'y) OPSR S700

(Bottom view (EmEX)>

e

Lo “Im— [140D]
x This figure shows the PSR-S900.
(% ZDEIE. PSR-S900 T¥,) [140D] [160A]
e @PSR-S700
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/ (ZE=#(Y 4 —4%-))
Speaker (TWEETER) NIY (PSR-5700) Q
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®
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[570E] Wheel [570B] [140A]
(KA =)
[140]: Bind Head Tapping Screw-B (B% 1 k+BIND) 3.0X8 MFZN2W3 (WE774300)

[160A]: PW Head Tapping Screw-B (B Z ~+ P WH) 3.0X12 MFZN2W3 (WF002100)

[570]: Bind Head Tapping Screw-B (B% 1 k+BIND) 3.0X8 MFZN2W3 (WE774300)
Fig. 2(X2)
5.  SW Circuit Board 5. SWIY— b (FEEHE:#8%)
(Time required: About 8 minutes) 51. Tr—ZAssy #5LE3., (1HEHZBH)

5-1.  Remove the lower case assembly. (See procedure 1.) 52. [140B] DY 2 K#HL, SWE— &S LET,
5-2.  Remove the two (2) screws marked [140B]. The (X 2)
SW circuit board can then be removed. (Fig. 2) % Tvavyv I, SWI—MNOBERBRTIEH

*  The push knob is not part of the SW circuit
board. When replacing the SW circuit board,
remove the push knob from the SW circuit
board, and install it on the new circuit board.
(Photo 2)

EEA, SWY—hEXMT BRI SW > —
PS5 T Y2 aVTIEWMUHRLT. HILLD —
MIEWMFEFTLESWL, (BE2)
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PSR-S700/PSR-S900
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6-1.

6-2.
6-3.

8-1.

8-2.

9-1.

9-2.
9-3.

_Push knob
(Tyra2vyvy)

\ ‘.E'
'_ e

Photo 2(BEE&2)

VR Circuit Board

(Time required: About 9 minutes)

Tie a string or the like to the volume knob. Then,
pull the string to remove the volume knob from the
control panel side. (Fig. 1, Fig. 3)

Remove the lower case assembly. (See procedure 1.)
Remove the three (3) screws marked [570C]. The
VR circuit board can then be removed. (Fig. 2)

LANL Circuit Board (PSR-S700), LANH

Circuit Board (PSR-S900)

(Time required: About 8 minutes)

Remove the lower case assembly. (See procedure 1.)

PSR-S700: Remove the three (3) screws marked
[140C]. The LANL circuit board can
then be removed. (Fig. 2)

PSR-S900: Remove the three (3) screws marked
[140C]. The LANH circuit board can
then be removed. (Fig. 2)

INV Circuit Board

(Time required: About 8 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the four (4) screws marked [570D]. The
INV circuit board can then be removed. (Fig. 2)

ENC Circuit Board

(Time required: About 9 minutes)

Tie a string or the like to the encoder knob. Then,
pull the string to remove the encoder knob from
the control panel side. (Fig. 1, Fig. 4)

Remove the lower case assembly. (See procedure 1.)
Remove the four (4) screws marked [570E]. The
ENC circuit board can then be removed. (Fig. 2)

6.

6-2.
6-3.

7-1.
7-2.

&1
82.

9-2.
9-3.

Volume knob

Fig. 3(X13)

Encoder knob (L>3—4%Y 7 3)

Fig. 4([04)

VR>— b (FAEEM:H949)
aviba—ixm&d, VYA, HEKRO
LDTU->TBL 1L THLET, (X1.X3)
Tr—2Assly &4 L g9, (1HBH)
[570C1 D+ Y 3 A% L. VRV — b #HLE T,
(4 2)

LANL ¥ — k (PSR-S700). LANH ¥ — b

(PSR-S900) (FrERERS: #984)

Tr—ZAssly 5L 9., (1HEHZH)

PSR-S700: [140C] ® % ¥ 3 A %4+ L. LANL ¥ —
FESLET, (X2

PSR-S900: [140C] ® x ¥ 3 A% 4+ L. LANH ¥ —
FESLET, (X2

INV>— b (FrERR:#849)

Tr—ZAssly 5L 9. (1HEHZSH)

[570D] D %Y 4 KZEHLUINV > — F &4 L 9,
(X 2)

ENC > — b (FrEEHE:$594)

i I N B VAT 9191 TR L/ I e e AR/ N
FROEDTU T 5L 1L THLET,
(X1, X4)

Tr—ZAss'y 25 L E T, (1HBIH)

[570E] D+ ¥ 4 K%&EH LU ENC ¥ — P &S L T,
(X12)



10.

10-1.

10-2.

10-2-1.

10-3.

10-2-1.

10-4.

10-4-1,
10-4-2,

10-5.

10-5-1.
10-5-2.

10-6.
10-6-1.

10-6-2.

10-6-3.

Shield Cover U, Shield Cover L, DM
Circuit Board
Remove the lower case assembly. (See procedure 1.)

Shield Cover L (PSR-S700)

(Time required: About 8 minutes)

Remove the three (3) screws marked [140D] and
the screw marked [160A]. The shield cover L can
then be removed. (Fig. 2)

Shield Cover L (PSR-S900)

(Time required: About 8 minutes)

Remove the four (4) screws marked [140E]. The
shield cover L can then be removed. (Fig. 2)

DM Circuit Board (PSR-S700)

(Time required: About 9 minutes)

Remove the shield cover L. (See procedure 10-2.)
Remove the four (4) screws marked [140F]. The
DM circuit board can then be removed. (Fig. 5)
MAC (Media Access Control) address is stored
in the DM circuit board. If the DM circuit board
is replaced, the MAC address will be changed.
(Photo 3)

The DM circuit board has a built-in jumper
switch for switching the display in Japanese or
in English (SW3). (Photo 4)

DM Circuit Board (PSR-S900)

(Time required: About 10 minutes)

Remove the shield cover L. (See procedure 10-3.)
Remove the eight (8) screws marked [140G]. The
DM circuit board can then be removed. (Fig. 5)
MAC (Media Access Control) address is stored
in the DM circuit board. If the DM circuit board
is replaced, the MAC address will be changed.
(Photo 3)

The DM circuit board has a built-in jumper
switch for switching the display in Japanese or
in English (SW1). (Photo 4)

Shield Cover U (Time required: About 9 minutes)
Remove the shield cover L.

(PSR-S700: See procedure 10-2.)

(PSR-S900: See procedure 10-3.)

Remove the two (2) screws marked [140H]. The
shield cover U can then be removed with the DM
circuit board. (Fig. 5)

Remove the DM circuit board from the shield
cover U.

(PSR-S700: See procedure 10-4-2.)

(PSR-S900: See procedure 10-5-2.)

10.
10-1.
10-2.

10-2-1.

10-3.
10-3-1.

10-4.
10-4-1.
10-4-2.

10-5.
10-5-1.
10-5-2.

10-6.
10-6-1.

10-6-2.

10-6-3.

PSR-S700/PSR-S900

Y=IWRKRAN—LE, >=IWFAHN=TF,
DM > — b
Tr—ZAssly 5L 9., (1HEHZSHR)

2 —IJLRH/IN—T (PSR-S700) (FRER:R: #984)
[140D] D % ¥ 3 KL [160] DXV 1 KEH L, ¥ —
R HN=TaIMHLET, (X2)

Y=V K7/5—F (PSR-S900) (FHERH: $98%)
[140E] D 4 ¥ 4 K&ESpL, ¥ = F /3= T &4t
LEd, (X2)

DM > — bk (PSR-S700) (FTERFRT: $99 4)
V=L FHN=TEHNLET, (102 EH2H)
[140F] D%V 4 K% 4 L. DM > — F &4 L E 7,
(X1 5)

DM > — B IZIE. MAC (Media Access Control)
TPRLZAPEHRESNAhTWEY, DM — h &
5L MACPZRLZADEREIEZT, (FE3)
DM Y — FAICIE. BERBEEZBOXRTIEAZA
(SW3) DY v+ IN—SWHHWET, (BEE4)

DM > — bk (PSR-S900) (FRERFE : #7910 %)
V=L FHN=TEHNLET, (103 H2H)
[140G] D+ ¥ 8 K&EHL . DM & — b &FL £ 5,
(X1 5)

DM > — k213, MAC (Media Access Control)
PRLADPEEINTWEYT, DM — r &35
T5E. MACTRLANERShET, (BE3)
DM Y — FAICIE. BERBELEEZEORTYIEAA
SW) DT+ IN—SWHHIET, (BHE4)

—=IWRNHAHN—F (FRERR: 9 %9)

V=L FHN=TEHNLET,

(PSR-S700: 10-2 TE£HH)

(PSR-S900: 10-3 JEHZMH)

[140H] D x Y 2 K%&4% L. DM ¥ — b &4y —
L EHN—LEENLEY, (K5)

V=L EH)N—EEDM Y — b ESLET,
(PSR-S700: 10-4-2 JEZ:HE)

(PSR-S900: 10-5-2 JEHZ:18)
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PSR-S700/PSR-S900

® Upper Case Assembly (k4 — 2 Ass'y)

<Bottom view (EEX)>
% This figure shows the PSR-S900. (3¢ Z M3, PSR-S900 T¥,)
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[140H]

[130C]: Bind Head Tapping Screw-B (B4 1 ~+BIND) 3.0X30 MFZN2W3 (WF491000)

[140]: Bind Head Tapping Screw-B (B% 1 k+BIND) 3.0X8 MFZN2W3 (WE774300)

[160B]: PW Head Tapping Screw-B (B% 1 ~+PWH) 3.0X12 MFZN2W3 (WF002100)
Fig. 5(X15)

@ Jumper switch
(¥ > 1X—8SW)

* PSR-S700

English
TEER ) R
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g

A

MAC ADD *0@ A@ DE 25 76 FDX

e o R EESE T

MAC address (MAC 7 KL X)
Photo 3(EE&3) Photo 4(E&4)
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11.

1-1.
11-2.

12.
12-1.

12-2.

12-3.

12-4.

13.

13-1.
13-2.

DJK Circuit Board

(Time required: About 10 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the shield cover L.

(PSR-S700: See procedure 10-2.)

(PSR-S900: See procedure 10-3.)

Remove the shield cover U with the DM circuit
board. (See procedure 10-6.)

Remove the four (4) screws marked [140l], the
screw marked [160B] and the screw marked [140J].
The DJK circuit board can then be removed. (Fig. 5)

EIF Circuit Board

(Time required: About 9 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the shield cover L.

(PSR-S700: See procedure 10-2.)

(PSR-S900: See procedure 10-3.)

Remove the shield cover U with the DM circuit
board. (See procedure 10-6.)

Remove the four (4) screws marked [570F]. The
EIF circuit board can then be removed. (Fig. 6)

Keyboard Assembly

(Time required: About 8 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the screw marked [130C]. The keyboard
assembly can then be removed. (Fig. 5)

® Upper Case Assembly (k4 — 2 Ass'y)
<Bottom view (E&EX)>
% This figure shows the PSR-S900. (3¢ Z D%, PSR-S900 T7,)

11.

11-1.
11-2.

11-3.

11-4.

12.

12-1.
12-2.

12-3.

12-4.

13.

13-1.
13-2.

PSR-S700/PSR-S900

DJK o — b (FREERE: $910 9)
Tr—2ZAssy #5LE9, (1HBH)

V=L FHN=TEHNLET,

(PSR-S700: 10-2 JHZ )

(PSR-S900: 10-3 JEZ:H#)

DMy —b&dizy =L FHv— EE4L T,
(10-6 EHZ )

[1401] D % ¥ 4 A & [160B] D * ¥ 1A, [140]] D
IV 1AK%ESL, DK — &S LET, (X5)

EIF >— b (FiERRE: 949

Tr—2ZAssy #5LE9., (1HBR)

V=L FHN=TEINLET,

(PSR-S700: 10-2 JHZIR)

(PSR-S900: 10-3 JEHZ:H#)

DMy —b&dizy =L FHv— EEHL T,
(10-6 EHZ )

[570F] D+ ¥ 4 K&H L, EIF & — b &L T,
(X1 6)

16M 8% EMKSA (FrERFR: #98 9)
Tr—2Assly 24U g9, (1HEBR)

[130C]1 D * ¥ 1 A% 5+ L., 16M ##% EMKSA %
ALEd, (K5)

Shield sheet (A)

(=W RI— bk (A)

[570L] x 13 LCD holder DM holder S
[ s7ony (LCDEERR) [N (pyme s o)
Bx8 [57?|] x 15 | 7ou /| 570N [570F] Ax 8
=i e =
: m
4 =
L .
—ap
lJ
+ | ] e =
[570K] % \/ [570,([]1 60C] [570H] x 14
[570M]  LCD [570M]
CRET 1 ATLA)

[160C]: PW Head Tapping Screw-B (BZ 1 k+PWH) 3.0X12 MFZN2W3 (WF002100)
[570]: Bind Head Tapping Screw-B (B4 1 k—+BIND) 3.0X8 MFZN2W3 (WE774300)

Fig. 6 (1X16)
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14. PNL Circuit Board

(Time required: About 11 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the shield cover L.

(PSR-S700: See procedure 10-2.)

(PSR-S900: See procedure 10-3.)

Remove the shield cover U with the DM circuit
board. (See procedure 10-6.)

Remove the keyboard assembly. (See procedure 13.)
Remove the screw marked [160C]. The ferrite core
and DM holder S can then be removed. (Fig. 6)
Remove the fourteen (14) screws marked [570H].
The PNL circuit board can then be removed. (Fig. 6)

14-1.
14-2.

14-3.

14-4.
14-5.

14-6.

15. PNR Circuit Board
(Time required: About 11 minutes)
Remove the lower case assembly. (See procedure 1.)

Remove the keyboard assembly. (See procedure 13.)
Remove the fifteen (15) screws marked [570l]. The
PNR circuit board can then be removed. (Fig. 6)

15-1.
15-2.
15-3.

16. PNCA Circuit Board, PNCB Circuit Board,
LCD

Remove the lower case assembly. (See procedure 1.)
Remove the shield cover L.

(PSR-S700: See procedure 10-2.)

(PSR-S900: See procedure 10-3.)

Remove the shield cover U with the DM circuit
board. (See procedure 10-6.)

16-1.
16-2.

16-3.

16-4. PNCA Circuit Board
(Time required: About 13 minutes)
16-4-1. PSR-S700: Remove the LANL circuit board.
(See procedure 7.)
PSR-S900: Remove the LANH circuit board.
(See procedure 7.)
16-4-2. Remove the DJK circuit board. (See procedure 11.)
16-4-3. Remove the two (2) screws marked [570J] and
two (2) screws marked [570K]. The LCD holder
can then be removed. (Fig. 6)
16-4-4. Turn up the shield sheet (A) and remove the
thirteen (13) screws marked [570L]. The PNCA
circuit board can then be removed. (Fig. 6)

16-5. PNCB Circuit Board
(Time required: About 10 minutes)
16-5-1. Remove the keyboard assembly. (See procedure 13.)
16-5-2. Remove the eight (8) screws marked [570M]. The
PNCB circuit board can then be removed. (Fig. 6)

16-6. LCD (Time required: About 10 minutes)

16-6-1. Remove the DJK circuit board. (See procedure 11.)

16-6-2. Turn up the shield sheet (A) and remove the two (2)
screws marked [570J] and two (2) screws marked
[570N]. The LCD can then be removed. (Fig. 6)

14.
14-1.
14-2.

14-3.

14-4.
14-5.

14-6.

15.

15-1.
15-2.
15-3.

16.

16-1.

16-2.

16-3.

16-4.

16-4-1.

16-4-2.
16-4-3.

16-4-4.

16-5.
16-5-1.
16-5-2.

16-6.
16-6-1.
16-6-2.

PNL >>— b (FRrEeR: 911 9)
Tr—2Assly &4 L g9, (1HEBH)

V=L FHN=TEHNLET,

(PSR-S700: 10-2 JEZ:HH)

(PSR-S900: 10-3 HEHZH)

DMy —b&dizy— L FHv— EEHLET,
(10-6 EHZ )

16M § EMKSA #4 L 4. (13 HEH)
[160C] DY 1 AZHL, 7254 Fa 7L DM
EEdE N 2404, (X6)

[570H] ® % ¥ 14 A%&4 L, PNLY — 24 L %
3, (X6)

PNR > — b (FAERR: 11 9)
Tr—ZAssly 5L 9. (1HEHZSH)

16M $ EMKSA #4FL 4. (13 HEIH)
[5701] D+ ¥ 15 K%4 L . PNRY — b &5 L £ 5,
(X1 6)

PNCA ~— bk, PNCB > — b.

RET 1 AT LA

Tr—2Assly &4 L g9, (1HEHBHR)

V=L FHN=TEHNLET,

(PSR-S700: 10-2 JEHZ:HR)

(PSR-S900: 10-3 IE£:HA)

DM Y — bEicy = P A= &S L ET,
(10-6 EHZH)

PNCA ¥ — b (FREBE: #7113 49)

PSR-S700: LANL ¥ — b 24 L 9, (7 HZHE)
PSR-S900: LANH ¥ — h #4F L £, (7 HZH)
DJK ¥ — M &4 L 9, (11 )

[570]1 D * ¥ 24K & [570K] D + ¥V 2K & 4 L,
LCD [EE & a2 L £d, (X6)

V=L FY—1F A Z®HL >TI[570L] D * Y 13
A%EH L. PNCAL— F&4LET, (X6)

PNCB ¥ — b (FRrERE : 910 9)

16M $ EMKSA #4FL 4. (13 HEIH)
[570M] D+ ¥ 8 K% 4L, PNCBY — I &4t L
9, (X6)

RET 1 AT LA (FRERRH:H1049)

DJK v — M &4 L 4, (11EHEBH)
V=L FY =1 (A) 2D ST DAY 2K
E[BTON] DD 2 K& L, WshT 4+ AT L A
L E9, (X6)



17.

17-1.
17-2.

18.

18-1.
18-2.

19.

19-1.
19-2.

20.

20-1.
20-2.

21,

21-1.
21-2.
21-3.

22,

22-1.
22-2.

22-3.

22-4.

22-5.

22-6.

Tweeter (PSR-S700)

(Time required: About 8 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the two (2) screws marked [140K]. The
tweeter can then be removed. (Fig. 2)

The left and right tweeters can be removed in
the same method.

Tweeter (PSR-S900)
(Time required: About 8 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the two (2) screws marked [140L]. The
tweeter can then be removed. (Fig. 2)

The left and right tweeters can be removed in
the same method.

Woofer (PSR-S700)

(Time required: About 8 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the four (4) screws marked [60A]. The
woofer can then be removed. (Fig. 7)

The left and right woofers can be removed in
the same method.

Woofer (PSR-S900)

(Time required: About 8 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the four (4) screws marked [60B]. The
woofer and four (4) speaker holders can then be
removed. (Fig. 7)

The left and right woofers can be removed in
the same method.

Speaker Grille Assembly (L)

(Time required: About 10 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the INV circuit board. (See procedure 8.)
Restraighten the eight (8) projections marked [A]
to come off the slots of the upper case assembly.
(Fig. 6)

Remove the speaker grille assembly (L). (Fig. 1)

Speaker Grille Assembly (R)

(Time required: About 11 minutes)

Remove the lower case assembly. (See procedure 1.)
Remove the shield cover L.

(PSR-S700: See procedure 10-2.)

(PSR-S900: See procedure 10-3.)

Remove the shield cover U with the DM circuit
board. (See procedure 10-6.)

Remove the EIF circuit board. (See procedure 12.)
Restraighten the eight (8) projections marked [B]
to come off the slots of the upper case assembly.
(Fig. 6)

Remove the Speaker Grille assembly (R). (Fig. 1)

17.

17-1.
17-2.

18

18-1.
18-2.

19

19-1.
19-2.

20

20-1.
20-2.

21.

21-1.
21-2.
21-3.

21-4.

22.

22-1.

22-2.

22-3.

224.
22-5.

22-6.

PSR-S700/PSR-S900

Y 4 —%— (PSR-S700) (FrERRE: 8 4)
Tr—2Assly &4 LE9, (1HEBR)

[140K] D 3 ¥ 2 K%#H L. Y 4 =2 —&H LT,
(X 2)

EHEDY 1 —2—&, ThZThRUHFETHTCZ
ENTZEEY,

Y 4 —4%— (PSR-S900) (FrEE:E: #184%)
Tr—2Assly 24U g9, (1HBH)

[140L] D % ¥ 2 K%M L. V4 — 4 — %4 LET,
(X 2)

EEDY 1 —4—3. ThZhRECHFETHTC
ENTEET,

7 —7 7— (PSR-S700) (FrEEsRg: #784%)
Tr—ZAssly 5L E 9., (1HEHZSHR)

[60A] DAY 4 KEHNL, =T 7—%HLET,
(X17)

EEDI—T77—i. ThZThRUFETHTCZ
EDPTZEEY,

7—7 7— (PSR-S900) (FrEER:#984)
Tr—2ZAssy #5LEd, (1HBH)

[60B] D4V 4 KENHL . =T 7=t —T 75—
EESHE 4@EHLET, (X7)
EHEDI—T77—li. ThZThRUFETHTCZ
EBTEZT,

SP U JU Ass'y (L) (FFERSRI: #7110 %)
Tr—2Assly 24U g7, (1HBHR)

INVY— &AL ET, (8HEBH)

[A]l © 8fEFTD 7 w 2 % Lor — Z Ass'y D & -
iz Ed, (X6)

SPZ )L Assly (L) 4L E3, (X 1)

SP 7 UJU Ass'y (R) (FRER: #8311 49)

T —ZAssly 4L 9., (1HEHZHR)

Y=L EAN—TFEALET,

(PSR-S700: 10-2 T 1)

(PSR-S900: 10-3 T £ 1)

DM — F&dizy — L R Hov— &ML T,
(10-6 THZHH)

EIF v — F &4 L %9, (12 1H2H)

Bl D 8fEifTdD 7 w2 % br — Z Ass'y D & -
L E9, (X6)

SP 7 )L Ass'y R) 4L 9, (X1)
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PSR-S700/PSR-S900

® Lower Case Assembly (T4 — X Ass'y)
{Rear view (FEX)>

0

, _ [T ] L
\ it AR

[9yB] AIZI

@®PSR-S700

(Top view (EMEMX)>
% This figure shows the PSR-S900. (3% Z M. PSR-S900 TF,)

Speaker (Woofer) ‘M 60A
(RE—H(9—77-)) JC&\S\//{»P >[ ]

Speaker holder Speaker (Woofer)

(9=77—EERR) (RE—H(7—77—) (e e R / Speaker (Woofer)

(ZRE=H(T—=T 7))

!
[60B] Shield sheet (B) [90A] [60B]
(Y=L F¥—H(B)

[60]: Bind Head Tapping Screw-B (B4 1 k+BIND) 4.0X8 MFZN2W3 (WE974600)
[90]: Bind Head Tapping Screw-B (B% 1 k+BIND) 3.0X8 MFZN2W3 (WE774300)

Fig. 7(E7)
23. AM Circuit Board 23. AM ¥ — b (FAEEE:#H9%9)
(Time required: About 9 minutes) 23-1. 7 —ZAssy 24 L %9, (1EHSBIR)
22-1. Remove the lower case assembly. (See procedure 1.) 23-2. [90A] DY 8 AL [90B] D+ ¥ 2 K%&4s L. AM
22-2. Remove the eight (8) screws marked [90A] and v—bEHNLET, (X7)

two (2) screws marked [90B]. The AM circuit board
can then be removed. (Fig. 7)
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